AneKTPOoHHbIe n3MmepuTesibHble CUCTEMbI
Cepuu “4300”

4300 Series measuring systems

1. Ha3zHauyeHue

OneKTPOHHbIE N3MEPUTENbHbIE CUCTEMbI
cepun "4300" npegHa3HaveHbl Ans
OCHalLleHMs1 YCTPOWCTB pa3MepHOro KOHTPOJS
pasHoii CTeMNeHu CIOXHOCTU: OT CTaHAAPTHbIX
WHOMKaTOPHBIX CTOEK U PYYHbIX

npuBopPOB - A0 CNOXHbIX MHOTOMEPHBIX
NPUCMOCOGNEHNI 1 KOHTPOJTbHBIX aBTOMATOB.

CurcTeMbl MOTYT UCNONb30BaTLCA Kak npu
MoZepHu3auum umetomxes y MNMorpebutens
N3MepUTENbHBLIX YCTPOWCTB, Tak U Npu
CO34aHUN HOBbIX.

Heobxogumas mexaHudeckas
(anekTpomexaHunyeckas) ocHacTka MOXeT
ObITb M3rotoBneHa camvm lNotpebutenem
Unn 3akasaHa Ha ¢."Po6okoH".

2. O6nactb NpUMeHeHus

M3mepuTenbHble cuctembl cepun "4300"
npeaHasHayeHbl Ans NPUMEHEHUS B LLIEXOBbIX
noctax koHTponsi, nyHktax OTK, nameputenbHbix
nabopatopusix, pasnuyHbIX cMcTeMax cbopa u
06paboTku MHOPMaLMK, aBTOMaTUYECKUX NTUHUSIX,
KOHTPOIbHbIX aBTOMaTax 1 T.M.

3. CocTaB

Cuctema COCTOMT U3 KOMMMeKTa

WHOYKTUBHbIX U3MepUTEnbHbIX Npeobpa3oBaTenei,
3MEeKTPOHHOro 6r10ka 1 (Mpy He06XOAMMOCTH) MUHENHbIX
VHAWKaTOPOB, SBNALWMNXCS PyHKUMOHANBbHBIM
aHanorom nMHeBMaTU4ecKNx poTaMeTpoB.

U3mepumenbHbie npeobpaszoeamenu mod.UIM13 u UM14
npeacTaBneHbl B pasdesie 5 AaHHOro karanora.
[ocTounHcTBa npeobpasoBatenen gupMbl "POGOKOH":

- BbICOKasi TO4HOCTb, HEMMMHENHOCTb XapaKTepPUCTUKM
1 pa3HOCTb NPsIMOro-obpaTHOro xoaa - Ha ypoBHe
aHaNoOrMYHbIX U3AENUIA NYYLLINX MUPOBBIX (PUPM;

- nonHas B3aMMO3aMeHAEeMOCTb - HET HeO6XOAMMOCTU B
KanubpoBke Unn perynmpoBke CUCTEMbI MOCHEe 3aMeHbl
npeobpa3soBarensi.

AnekmpoHHbIe 6510KU
OnekTpoHHble 6rokn Moa.4301 1 moa.4302 sensioTes
YHUBEpPCarbHbIMU.

Haunbonee npoctown, ogHokaHanbHbIn 6rok moa.4301
npegHasHavyeH ans UHAMKaumMmn pasmepa unm
nepemeLleHmnst B LMPOBOM BUAE.

[ByxkaHanbHbIi 6ok Moa.4302 No3BOMSIET C MOMOLLbIO
onepaTuBHbIX OPraHOB yNpaBreHus Ha nepegHen
naHenu ocyLLEeCTBNATb ObICTPYIO NepeHanaaky
Ha KOHTpOnb Hanbonee pacnpocTpaHeHHbIX B
MaLLNHOCTPOEHNM pa3MepHbIX NapaMeTpoB, BKItoYas
amMMnUTyaHbIE; TaKKe BbIMOMHSAETCS AOMYCKOBbIN
KOHTPOIb U COPTUPOBKA Ha pasMepHbIe rpynnbl
C 3ajaHHbIMK NapaMeTpamu.

Oanee

See next page

1. Assignment

4300 Series electronic measuring systems are
intended for equipment of industrial dimension
monitoring devices with a different degree of
complexity: from standard display racks and
portable devices - up to multidimensional control
adaptors and automatic devices.

Systems may be used as while the modernization
of existing measuring devices intended for the
Consumer's applications, as for the creation of
new ones. The necessary mechanical
(electromechanical) equipment

may be produced by the Consumer himself or
ordered at Robocon Co.

2. Application Field

4300 Series measuring systems are intended for
application at in-shop inspection posts, QC installations,
measuring laboratories, various systems of gathering
and processing of the information, automatic transfer
lines, control automatic devices etc.

3. Structure

Any system consists of the complete set of inductive
measuring transducers, the electronic unit and

(if necessary) the linear indicators being functional
analogue pneumatic rotameters.

Mod.IP13 and IP14 Measuring

Transducers are submitted in section 5 of Catalogue.
The advantages of transducers from Robocon Co.:
High accuracy - nonlinearity of the characteristic and
a hysteresis between direct and reverse motion - at a
world class level.

Full interchangeability - any component of system
doesn't require the calibration after replacement of the
transducer.

Electronic units

The most simple, single-channel unit mod.4301 is
intended for indication of the part size or moving in a
digital form.

The two-channel unit mod.4302 allows, using the
operative forward-panel controls, to carry out fast
readjustment to measure the dimensional parameters
most widespread in mechanical engineering, including
peak; it also perform the tolerance inspection and sorting
to dimensional groups with the programmable parameters.
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OnekTpoHHble 6rokn moa.4308-02, 4308-04, 4308-06

1 4308-08 npegHasHaveHbl AN co3gaHna cneymarnbHbIX

(no 3agaHuto 3akasynka) M3mMepuTenbHbIX YCTPOMCTB

No6Oro ypoBHs CIIOXHOCTY (MHOronapamMeTpoBble

CUCTEMbI U3MEepeHUs, "anekTpoHHas ocb" 1 T.M.).
KonuyecTBo nameputenbHbix npeobpasoBaTenei - 40

BOCbMMU
KonnyecTBo BbluMCHSEMbIX pa3MepHbIX NapameTpoB - nioboe
KonnyecTBo nogkntoyaemMbIX NMHENHbIX MHOAUKATOPOB - 4O BOCbMW.

Broku BbinyckaTcs B MPOYHbIX KOpMycax 13 antoMUHUEBOTO
cnnaea C BbICOKOW CTEMEHbIO 3alUUTbLI OT BO3OENCTBUSA
OKpy»KatoLLiel cpeabl U MPOMBILLIIEHHbIX MOMEX.

Bnokn oguHakoBbix Moaernen cepun "4300" NOMHOCTLIO
B3aumo3sameHsieMbl. [Ins obecneveHnsi B3anmMo3aMeHseMoCTH
6rnokoB dmpma "PobokoH" cozgana n nogaepxvBaeT
"KopropaTtuBHeii OtanoH Macwraba" (KOM) n
"KopnopaTtueHble Hocutenu Macwra6a" (KHM).

MocnegHue MoryT BbITb NpuoGpeTeHsbl MNoTpebutenem.

JluHeliHble uHOuKamopbi M00."43JTN".

MHavkaTopbl SBASOTCS 3MEKTPOHHBIM aHanorom poTamMmeTpoB
1 npegHasHaveHbl s BU3yanusaumm BeNMYMH KOHTPONMPYEMbIX
napameTpoOB OTHOCUTENbLHO FPaHuL, Nons Aomnycka.

Mpw BbIXOAE NapamMeTpa 3a rpaHuLly norns Aornycka LBeT CBETOBOIO
yKasaTersi MEHSIETCS C 3eNIEHOTO Ha KpacHbIN.

Pasmep noboro nonsi gonycka Ha HAMKAToOpe BM3yarnbHO
OOVHaKOB U YCTaHaBMMBAETCS aBTOMATUYECKU.

MHAmnKaTopbl NOMHOCTLI0 B3aMMOo3aMeHsIEMbI.

MHamkaTopbl BbinyckatoTcst, Mo 3aka3y Motpebutens,
B OOUHOYHOM MCMOMHEHMN UK HabupatoTes “B nakeT" 4o 8 WTyK.

OCHOBHbIE TEXHUYECKME XapaKTEPUCTUKN
cuctem cepun "4300" nokasaHbl B Tabnuue.

OCHOBHbIe XapaKTepucTuku

Main Technical Data

Electronic units mod.4308-02, 4308-04, 4308-06

and 4308-08 are intended for creation Customer-profiled
measuring devices of any level of complexity
(multiparametric measuring systems, "electronic axis" etc.).
The number of measuring transducers - up to 8, the
number of computed dimensional parameters - anyone, the
number of connected linear indicators - up to 8.

The units of 4300 Series which are declared as identical
models are completely interchangeable. For warranty of
interchangeability Robocon Co. has created and now
supports the "Corporate Scale Standard" (CSS) and
"Corporate Scale Carriers" (CSC). The CSC are available
now for the Consumer.

4300 Series Units are designed with a strong aluminium
alloy cases and a high scale of protection from an
environmental media and industrial stress factors.

Linear indicators mod.43LI

Indicators are electronic analog of rotameters and are
intended for visualization of magnitudes of inspected
parameters concerning the tolerance field boundaries.
When a parameter runs abroad the tolerance field,

the color of the light marker changes from green to red.
The visual size of any tolerance field on the indicator

is identical and is established automatically. Indicators
are completely interchangeable.

Indicators are available on a customer order, in single or
collected design up to 8 pieces per packet (system).

The basic characteristics of 4300
Series systems are shown in the table.
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