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4300 Series measuring systems
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Ýëåêòðîííûå èçìåðèòåëüíûå ñèñòåìû 
 Ñåðèè “4300”

1. Íàçíà÷åíèå

3. Ñîñòàâ

2. Îáëàñòü ïðèìåíåíèÿ

Ýëåêòðîííûå èçìåðèòåëüíûå ñèñòåìû 
ñåðèè "4300" ïðåäíàçíà÷åíû äëÿ 
îñíàùåíèÿ óñòðîéñòâ ðàçìåðíîãî êîíòðîëÿ 
ðàçíîé ñòåïåíè ñëîæíîñòè: îò ñòàíäàðòíûõ 
èíäèêàòîðíûõ ñòîåê è ðó÷íûõ 
ïðèáîðîâ - äî ñëîæíûõ ìíîãîìåðíûõ 
ïðèñïîñîáëåíèé è êîíòðîëüíûõ àâòîìàòîâ.

Ñèñòåìû ìîãóò èñïîëüçîâàòüñÿ êàê ïðè 
ìîäåðíèçàöèè èìåþùèõñÿ ó Ïîòðåáèòåëÿ 
èçìåðèòåëüíûõ óñòðîéñòâ, òàê è ïðè 
ñîçäàíèè íîâûõ. 

Íåîáõîäèìàÿ ìåõàíè÷åñêàÿ 
(ýëåêòðîìåõàíè÷åñêàÿ) îñíàñòêà ìîæåò 
áûòü èçãîòîâëåíà ñàìèì Ïîòðåáèòåëåì 
èëè çàêàçàíà íà ô."Ðîáîêîí".

Èçìåðèòåëüíûå ñèñòåìû ñåðèè "4300" 
ïðåäíàçíà÷åíû äëÿ ïðèìåíåíèÿ â öåõîâûõ
ïîñòàõ êîíòðîëÿ, ïóíêòàõ ÎÒÊ, èçìåðèòåëüíûõ 
ëàáîðàòîðèÿõ, ðàçëè÷íûõ ñèñòåìàõ ñáîðà è 
îáðàáîòêè èíôîðìàöèè, àâòîìàòè÷åñêèõ ëèíèÿõ, 
êîíòðîëüíûõ àâòîìàòàõ è ò.ï.

Ñèñòåìà ñîñòîèò èç êîìïëåêòà 
èíäóêòèâíûõ èçìåðèòåëüíûõ ïðåîáðàçîâàòåëåé,
ýëåêòðîííîãî áëîêà è (ïðè íåîáõîäèìîñòè) ëèíåéíûõ 
èíäèêàòîðîâ, ÿâëÿþùèõñÿ ôóíêöèîíàëüíûì 
àíàëîãîì ïíåâìàòè÷åñêèõ ðîòàìåòðîâ.

Èçìåðèòåëüíûå ïðåîáðàçîâàòåëè ìîä.ÈÏ13 è ÈÏ14 
ïðåäñòàâëåíû â  äàííîãî êàòàëîãà.
Äîñòîèíñòâà ïðåîáðàçîâàòåëåé ôèðìû "Ðîáîêîí":
  - âûñîêàÿ òî÷íîñòü, íåëèíåéíîñòü õàðàêòåðèñòèêè
è ðàçíîñòü ïðÿìîãî-îáðàòíîãî õîäà - íà óðîâíå 
àíàëîãè÷íûõ èçäåëèé ëó÷øèõ ìèðîâûõ ôèðì;
  - ïîëíàÿ âçàèìîçàìåíÿåìîñòü - íåò íåîáõîäèìîñòè â
êàëèáðîâêå èëè ðåãóëèðîâêå ñèñòåìû ïîñëå çàìåíû 
ïðåîáðàçîâàòåëÿ.

Ýëåêòðîííûå áëîêè
Ýëåêòðîííûå áëîêè ìîä.4301 è ìîä.4302 ÿâëÿþòñÿ
óíèâåðñàëüíûìè.
   Íàèáîëåå ïðîñòîé, îäíîêàíàëüíûé áëîê ìîä.4301
ïðåäíàçíà÷åí äëÿ èíäèêàöèè ðàçìåðà èëè 
ïåðåìåùåíèÿ â öèôðîâîì âèäå.
   Äâóõêàíàëüíûé áëîê ìîä.4302 ïîçâîëÿåò ñ ïîìîùüþ
îïåðàòèâíûõ îðãàíîâ óïðàâëåíèÿ íà ïåðåäíåé 
ïàíåëè îñóùåñòâëÿòü áûñòðóþ ïåðåíàëàäêó
íà êîíòðîëü íàèáîëåå ðàñïðîñòðàíåííûõ â
ìàøèíîñòðîåíèè ðàçìåðíûõ ïàðàìåòðîâ, âêëþ÷àÿ
àìïëèòóäíûå; òàêæå âûïîëíÿåòñÿ äîïóñêîâûé
êîíòðîëü è ñîðòèðîâêà íà ðàçìåðíûå ãðóïïû 
ñ çàäàííûìè ïàðàìåòðàìè.
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1. Assignment

3. Structure

2. Application Field

4300 Series electronic measuring systems are 
intended for equipment of industrial dimension 
monitoring devices with a different degree of 
complexity: from standard display racks and 
portable devices - up to multidimensional control 
adaptors and automatic devices.
Systems may be used as while the modernization
of existing measuring devices intended for the 
Consumer's applications, as for the creation of 
new ones. The necessary mechanical 
(electromechanical) equipment 
may be produced by the Consumer himself or 
ordered at Robocon Co.

4300 Series measuring systems are intended for 
application at in-shop inspection posts, QC installations, 
measuring laboratories, various systems of gathering 
and processing of the information, automatic transfer 
lines, control automatic devices etc.

Any system consists of the complete set of inductive 
measuring transducers, the electronic unit and 
(if necessary) the linear indicators being functional 
analogue pneumatic rotameters.

Mod.IP13 and IP14 Measuring 
Transducers are submitted in  of Catalogue.
The advantages of transducers from Robocon Co.:
High accuracy - nonlinearity of the characteristic and 
a hysteresis between direct and reverse motion - at a 
world class level.
Full interchangeability - any component of system 
doesn't require the calibration after replacement of the 
transducer.

Electronic units
The most simple, single-channel unit mod.4301 is 
intended for indication of the part size or moving in a 
digital form.
The two-channel unit mod.4302 allows, using the 
operative forward-panel controls, to carry out fast 
readjustment to measure the dimensional parameters 
most widespread in mechanical engineering, including 
peak; it also perform the tolerance inspection and sorting 
to dimensional groups with the programmable parameters.
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Main Technical Data
Îñíîâíûå õàðàêòåðèñòèêè

Return to section's beginning
Âåðíóòüñÿ â íà÷àëî ðàçäåëà

Ýëåêòðîííûå áëîêè ìîä.4308-02, 4308-04, 4308-06 
è 4308-08 ïðåäíàçíà÷åíû äëÿ ñîçäàíèÿ ñïåöèàëüíûõ 
(ïî çàäàíèþ Çàêàç÷èêà) èçìåðèòåëüíûõ óñòðîéñòâ
ëþáîãî óðîâíÿ ñëîæíîñòè (ìíîãîïàðàìåòðîâûå 
ñèñòåìû èçìåðåíèÿ, "ýëåêòðîííàÿ îñü" è ò.ï.). 
   Êîëè÷åñòâî èçìåðèòåëüíûõ ïðåîáðàçîâàòåëåé - äî 
âîñüìè
   Êîëè÷åñòâî âû÷èñëÿåìûõ ðàçìåðíûõ ïàðàìåòðîâ - ëþáîå 
   Êîëè÷åñòâî ïîäêëþ÷àåìûõ ëèíåéíûõ èíäèêàòîðîâ - äî âîñüìè.

   

   Áëîêè îäèíàêîâûõ ìîäåëåé ñåðèè "4300" ïîëíîñòüþ
âçàèìîçàìåíÿåìû. Äëÿ îáåñïå÷åíèÿ âçàèìîçàìåíÿåìîñòè 
áëîêîâ ôèðìà "Ðîáîêîí" ñîçäàëà è ïîääåðæèâàåò 
"Êîðïîðàòèâíûé Ýòàëîí Ìàñøòàáà" (ÊÝÌ) è 
"Êîðïîðàòèâíûå Íîñèòåëè Ìàñøòàáà" (ÊÍÌ). 
Ïîñëåäíèå ìîãóò áûòü ïðèîáðåòåíû Ïîòðåáèòåëåì.

Ëèíåéíûå èíäèêàòîðû ìîä."43ËÈ".
   Èíäèêàòîðû ÿâëÿþòñÿ ýëåêòðîííûì àíàëîãîì ðîòàìåòðîâ
è ïðåäíàçíà÷åíû äëÿ âèçóàëèçàöèè âåëè÷èí êîíòðîëèðóåìûõ 
ïàðàìåòðîâ îòíîñèòåëüíî ãðàíèö ïîëÿ äîïóñêà. 
   Ïðè âûõîäå ïàðàìåòðà çà ãðàíèöó ïîëÿ äîïóñêà öâåò ñâåòîâîãî 
óêàçàòåëÿ ìåíÿåòñÿ ñ çåëåíîãî íà êðàñíûé. 
   Ð èçóàëüíî 
îäèíàêîâ è óñòàíàâëèâàåòñÿ àâòîìàòè÷åñêè. 
   Èíäèêàòîðû ïîëíîñòüþ âçàèìîçàìåíÿåìû. 
   Èíäèêàòîðû âûïóñêàþòñÿ, ïî çàêàçó Ïîòðåáèòåëÿ, 
â îäèíî÷íîì èñïîëíåíèè èëè íàáèðàþòñÿ “â ïàêåò" äî 8 øòóê.

Áëîêè âûïóñêàþòñÿ â ïðî÷íûõ êîðïóñàõ èç àëþìèíèåâîãî
ñïëàâà ñ âûñîêîé ñòåïåíüþ çàùèòû îò âîçäåéñòâèÿ
îêðóæàþùåé ñðåäû è ïðîìûøëåííûõ ïîìåõ.

àçìåð ëþáîãî ïîëÿ äîïóñêà íà èíäèêàòîðå â
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Ýëåêòðîííûå èçìåðèòåëüíûå ñèñòåìû 
 Ñåðèè “4300”

Îñíîâíûå òåõíè÷åñêèå õàðàêòåðèñòèêè 
ñèñòåì ñåðèè "4300" ïîêàçàíû â òàáëèöå.

Electronic units mod.4308-02, 4308-04, 4308-06 
and 4308-08 are intended for creation Customer-profiled
measuring devices of any level of complexity 
(multiparametric measuring systems, "electronic axis" etc.). 
The number of measuring transducers - up to 8, the 
number of computed dimensional parameters - anyone, the 
number of connected linear indicators - up to 8.
The units of 4300 Series which are declared as identical
models are completely interchangeable. For warranty of 
interchangeability Robocon Co. has created and now 
supports the "Corporate Scale Standard" (CSS) and 
"Corporate Scale Carriers" (CSC). The CSC are available 
now for the Consumer.
4300 Series Units are designed with a strong aluminium 
alloy cases and a high scale of protection from an 
environmental media and industrial stress factors.

Linear indicators mod.43LI
Indicators are electronic analog of rotameters and are 
intended for visualization of magnitudes of inspected 
parameters concerning the tolerance field boundaries. 
When a parameter runs abroad the tolerance field, 
the color of the light marker changes from green to red.
The visual size of any tolerance field on the indicator 
is identical and is established automatically. Indicators 
are completely interchangeable. 
Indicators are available on a customer order, in single or 
collected design up to 8 pieces per packet (system).

The basic characteristics of 4300
Series systems are shown in the table.




